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1. Outside Size
2. Main Function
· Input voltage AC 100V-240V/47-63HZ
· Power consumption：   W
· Lamp：
· Control mode：DMX512/Auto/Sound/Master/Slave
· Channel mode：16CH、20CH
· One color wheel with 14 color and white,half-color function and rotate.One gobo wheel with 13 gobo and white,shake function and rotate.
· Two prism with 0-400°location and rotate.
· Shut with many kinds of strobe.
· Protection： IP20

3. DMX profile
· DMX profile
	16CH
	20CH
	VALUE
	FUNCTION

	CH1
	CH1
	0-5
	Open(white)

	
	
	6-10
	Open->Color 1

	
	
	11-15
	Color 1

	
	
	16-20
	Color 1->Color 2

	
	
	21-25
	Color 2

	
	
	26-30
	Color 2->Color 3

	
	
	31-35
	Color 3

	
	
	36-40
	Color 3->Color 4

	
	
	41-45
	Color 4

	
	
	46-50
	Color 4->Color 5

	
	
	51-55
	Color 5

	
	
	56-60
	Color 5->Color 6

	
	
	61-65
	Color 6

	
	
	66-70
	Color 6->Color 7

	
	
	71-75
	Color 7

	
	
	76-80
	Color 7->Color 8

	
	
	81-85
	Color 8

	
	
	86-90
	Color 8->Color 9

	
	
	91-95
	Color 9

	
	
	96-100
	Color 9->Color 10

	
	
	101-105
	Color 10

	
	
	106-110
	Color 10->Color 11

	
	
	111-115
	Color 11

	
	
	116-120
	Color 11->Color 12

	
	
	121-125
	Color 12

	
	
	126-130
	Color 12->Color 13

	
	
	131-135
	Color 13

	
	
	136-140
	Color 13->Color 14

	
	
	141-145
	Color 14

	
	
	146-150
	Color 14->Open

	
	
	151-190
	CW flow(slow to fast)

	
	
	191-205
	Color wheel stop

	
	
	206-255
	CCW flow(slow to fast)

	CH2
	CH2
	0-5
	Shutter close

	
	
	6-20
	Shutter open

	
	
	21-70
	Normal synchronous strobe(slow to fast)

	
	
	71-100
	Not synchronous strobe(slow to fast)

	
	
	101-150
	Sinewave strobe(slow to fast)

	
	
	151-190
	Opening pulse strobe(slow to fast)

	
	
	191-230
	Closing pulse strobe(slow to fast)

	
	
	231-255
	Shutter open

	CH3
	CH3
	0-255
	Dimmer 0-100%

	CH4
	CH4
	0-5
	Open(white)

	
	
	6-10
	Gobo 1

	
	
	11-15
	Gobo 2

	
	
	16-20
	Gobo 3

	
	
	21-25
	Gobo 4

	
	
	26-30
	Gobo 5

	
	
	31-35
	Gobo 6

	
	
	36-40
	Gobo 7

	
	
	41-45
	Gobo 8

	
	
	46-50
	Gobo 9

	
	
	51-55
	Gobo 10

	
	
	56-60
	Gobo 11

	
	
	61-65
	Gobo 12

	
	
	66-70
	Gobo 13

	
	
	71-77
	Gobo1 shake(slow to fast)

	
	
	78-84
	Gobo2 shake(slow to fast)

	
	
	85-91
	Gobo3 shake(slow to fast)

	
	
	92-98
	Gobo4 shake(slow to fast)

	
	
	99-105
	Gobo5 shake(slow to fast)

	
	
	106-112
	Gobo6 shake(slow to fast)

	
	
	113-119
	Gobo7 shake(slow to fast)

	
	
	120-126
	Gobo8 shake(slow to fast)

	
	
	127-133
	Gobo9 shake(slow to fast)

	
	
	134-140
	Gobo10 shake(slow to fast)

	
	
	141-147
	Gobo11 shake(slow to fast)

	
	
	148-154
	Gobo12 shake(slow to fast)

	
	
	155-161
	Gobo13 shake(slow to fast)

	
	
	162-204
	CW flow(slow to fast)

	
	
	205-212
	Gobo wheel stop

	
	
	213-255
	CCW flow(slow to fast)

	CH5
	CH5
	0-10
	Prism 1 off

	
	
	11-255
	Prism 1 on

	CH6
	CH6
	0-2
	Prism stop rotate

	
	
	3-150
	Prism angle 0-400

	
	
	151-200
	Prism CW(slow to fast)

	
	
	201-205
	Prism stop rotate

	
	
	206-255
	Prism CCW(slow to fast)

	CH7
	CH7
	0-10
	Prism 2 off

	
	
	11-255
	Prism 2 on

	CH8
	CH8
	0-10
	No effect

	
	
	11-120
	Frost 100%

	
	
	121-255
	Color effect 100%

	CH9
	CH9
	0-255
	Focus(From far to near)

	CH10
	CH10
	0-255
	Pan

	CH11
	CH11
	0-255
	Pan fine

	CH12
	CH12
	0-255
	Tilt

	CH13
	CH13
	0-255
	Tilt fine

	CH14
	CH14
	0-255
	Reserved

	CH15
	CH15
	0-250
	Not valid

	
	
	251-255
	All motor reset(at least 5S)

	CH16
	CH16
	100-105
	Lamp off(at least5S)

	
	
	200-205
	Lamp on(at least 5S)

	-
	CH17
	0-255
	Pan/Tile speed(fast to slow)

	-
	CH18
	0-255
	Reserved

	-
	CH19
	0-255
	Reserved

	-
	CH20
	0-255
	Reserved


4. Display Operation instruction
· MENU : top menu scroll or return to a previous menu option

· ENTER: enter to the next level menu or save current setting parameter
· UP: menu selection or parameter increments 

· DOWN: menu selection or parameters decrease

Menu tree
	TOP
	LEVEL 1
	LEVEL 2
	LEVEL 3

	DMX ADDRESS
	001-512
	
	

	LAMP
	LAMP CONTROL
	DO NOTHING AND EXIT/OPEN LAMP/CLOSE LAMP
	

	
	POWER ON LAMP ON
	ON/OFF
	

	
	AFTER RESET LAMP ON
	ON/OFF
	

	
	LAMP BY DMX CONTROL
	ON/OFF
	

	SETTING
	CHANNEL MODE
	20CH/16CH
	

	
	PAN TILT FEEDBACK
	ON/OFF
	

	
	PAN INVERT
	ON/OFF
	

	
	TILT INVERT
	ON/OFF
	

	
	SWAP PAN TILT
	ON/OFF
	

	
	SOUND SENSITIVITY
	1-15-30
	

	DISPLAY
	LANGUAGE
	ENGLISH/中文
	

	
	DISPLAY INVERSE
	YES/NO
	

	
	BACKLIGHT
	PERMANENTLY ON/30S OFF
	

	MANUALLY CONTROL
	PAN
	0-255
	

	
	PAN FINE
	0-255
	

	
	TILT
	0-255
	

	
	TILT FINE
	0-255
	

	
	PAN&TILE SPEED
	0-255
	

	
	STROBE
	0-255
	

	
	DIMMER
	0-255
	

	
	GOBO
	0-255
	

	
	COLOR
	0-255
	

	
	FOCUS
	0-255
	

	
	PRISM 1
	0-255
	

	
	PRISM 1 ROTATE
	0-255
	

	
	PRISM 2
	0-255
	

	
	PRISM 2 ROTATE
	0-255
	

	
	FROST
	0-255
	

	
	MULTICOLOR
	0-255
	

	AUTO MODE
	MASTER AUTO RUN
	RUNNING…*
	

	
	ALONE AUTO RUN
	RUNNING…*
	

	
	MASTER SOUND RUN
	RUNNING…*
	

	
	ALONE SOUND RUN
	RUNNING…*
	

	FACTORY DEFAULT
	YES/NO
	
	

	INFORMATION
	LAMP STATUS NOW
	ON/OFF
	

	
	SOFTWARE VERSION
	Vx.x
	

	
	RESET INFO
	X RASTER
	

	
	
	Y RASTER
	


	
	
	X HALL
	

	
	
	Y HALL
	

	
	
	FOCUS HALL
	

	
	
	GOBO HALL
	

	
	
	COLOR HALL
	

	RESET
	YES/NO
	
	

	SEND PARAMETERS
	YES/NO
	
	


Comment：

1. When enter to the “*” position displayed on the menu, the fixture will automatically set as master and send data to external. Other fixtures can receive this data and will synchronously running without manually set as slave. When power cycle it will jump to the “*” position and running again. And in these position it will not return back to the default display after 30s.
2. When return factory default only return to the char with under line parameter others will not change.
3. 【SEND PARAMETERS】 can send setting parameters with under line via DMX cable and there will be an automatic reset of the other projectors after receiving parameter correctly.

5. Trouble Shooting
	PROBLEM
	REASON AND ACTION

	The lighting can’t be started normally
	· Check the power connection is correct or not.

· The fuse is damage.
· Please detect the voltage.

· Power supply is damaged or incorrect connected. Call a qualified personnel to fix it.

· Connection of control board is not correct. Call a qualified personnel to fix it.

	Out of console’s control
	· Please check the DMX connector and the power connection is connected correctly or not. When it having signal the screen panel green LED will blink.Please check the DMX address setting of lighting is correct or not.

· Check【CHANNEL MODE】setting is correct or not.

· Please check whether the DMX line is near to the high voltage wire or not. In that case, it will damage or interfere the DMX electric circuit.

	Pan or tilt running incorrect 
	· Check feedback sensor adjust the position or cancel this function in 【PAN TILT FEEDBACK】 menu.



